o H R Series

» FEATURES
= Low Impedance and long life with standing 3000 hours load life.
= Suitable for electronic ballast,adaptor and switching power.
* RoHS compliance.

» SPECIFICATIONS

Iltems Characteristics

Category Temperature Range -55~+105C

Rated Voltage Range 6.3~63V.DC

Capacitance Tolerance +20% (20°C, 120Hz)

[=0.01CV or 3uA whichever is greater. (Afrer 2minutes application of rated voltage)
I=Leakage Current(uA) C=Rated Capacitance(uF) V=W orking Voltage(V)
(20°C_120H7)

Leakage Current(MAX)

Surge Voltage W.V. 6.3 | 10 16 25 35 50 63
S.V. 8 13 20 32 44 63 79

(20°C_120H7)
Dissipation Factor(MAX) W.V. 6.3 10 16 25 35 50 63
(tand) tand 0.22 10.19 10.16 [0.14 10.12 {0.10 10.09

(120Hz)

Low Temperature Stability Rated Voltage(V) 6.3 | 10 | 16 [ 25 | 35 | 50 | 63
Impedance Ratio(MAX) Z(-25C)/z(+20°C) 2 2 2 2 2 2 2
Z(-55C)/z(+20C) 3 3 3 3 3 3 3

After 2000hrs (108 =2000H 13@ =3000H application of W.V. at 105C
the capacitorsshall meet the following limits.

Load Life Test

Capacitance Change

=+20% of the initial value

Dissipation Factor

200% of initial specified value

Leakage Current

IA A

initial specified value

At +105Cno voltage application after 500hours the capacitor shall meet the following limits.

(with voltage treatment)

Sheif Life Test

Capacitance Change

+20% of the initial value

Dissipation Factor

150% of initial specified value

Leakage Current

IAHIA [ IA

200% of initial specified value

) DIMENSIONS

d¢ Tinned steel copper wire

Vinyl Sleeve

Rubber end seay
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D 5 6 8 10 13 16
F 212535 5 7.5
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