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DIMENSIONS

(mm)

Ø D 4 5 6.3
P 1.5 2 .0 2 .5
d
α
β

0 .45
1 .0
0 .5

SPECIFICATIONS

Item s

C ategory Tem perature  R ange

C apac itance T o lerance

D iss ipa tion  Factor(M A X ) 4 6.3 10 16 25 35 50
(tanδ) 0.35 0.24 0.20 0.17 0.17 0.15 0.15

4 6.3 10 16 25 35 50
Im pedance 7 4 3 2 2 2 2

R atio 15 10 8 6 4 3 3

Load L ife  T est
(A fter app lica tion  o f the  ra ted 

vo ltage a t 85℃,the  po la rity
inverted  every 250hrs .)

O ther S tandards JIS  C  5101-4

other item s are  the  sam e as those fo r the  load life  tes t

T he above spec ifica tions sha ll be  sa tis fied  w hen the  capac ito rsare  res tored  to  20℃
afte r the  ra ted  vo ltage app lied  w ith  ra ted  ripp le  curren t fo r 1000 hrs  a t 105℃

Leakage C urren t

W ith in  +30%  of  in itia l va lue .

Less than 200%  of spec ified  va lue

Low  T em pera ture  S tab ility
Im pedance R atio (M A X )

(120H z)
R ated V o ltage(V )

T est T im e

S he if L ife  T est

tanδ

4~6.3V
10~50V

T est T im e: 500hrs ; LC :Less than 200%  of spec ified  va lue ;

Im pedance ra tio  sha ll no t exceed the  va lues g iven in  the  tab le  be low

Leakage C urren t(M A X )
I=0.05C V  or 10µA  w h ichever is  g rea ter. (a fre r 2  m inutes  )

W ith in  spec ified  va lue

W ith in  +25%  of  in itia l va lue .

1000H rs

D iss ipa tion  Factor

Z (-40℃)/Z (20℃)

C apac itance
C hange

C haracte ris tics

+20%  (20℃, 120H z)

-40~+105℃

W here,C =ra ted  C apac itance in  µF .    V =ra ted  D C  w ork ing  vo ltage in  V .

Z (-25℃)/Z (20℃)

W hen the  capac itance exceeds 1000µF ,0 .02sha ll be  added every 1000µF  increase.

(20℃, 120H z)
R ated V o itage (V )

105℃ 1000hours  assured ,s tandard
non-po la rized  se ries  5m m  he igh t
S u itab le  fo r use  in  c ircu its  wh ich
has a  reversed  o r unknown po la rity
R oH S  com pliance .
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