o SN Series

» FEATURES
= Has a snap-in terminal which can solder to PCB directly
and need not fixture to save processing time
* Suitable for electronic equipment with medium-high voltage circuits
* Printed circuit board terminal snap-in type and lug terminal type available.
* RoHS compliance.

» SPECIFICATIONS

ltems Characteristics

Category Temperature Range -40~+105C
Capacitance Tolerance +20% (20°C, 120Hz)
1=0.02CV or 1.5mA whichever is greater. (Afrer 5 minutes application of rated voltage)
Leakage Current(MAX)
I=Leakage Current(pA) C=Rated Capacitance(uF) V=W orking Voltage(V)
(20C, 120Hz)
Dissipation Factor(MAX) W.V. 16 | 25 | 35 | 50 { 63 | 100 {160 | 200 { 250 | 350 | 400 | 450
(tand) tand 0.4010.3010.25 10.20 {0.15 {0.15 0.10*[0.10*f0.10*[0.15 ]0.15 ]0.15
(120Hz)
Low Temperature
Stability Impedance Rated VoIEage(V)c 16 | 25 | 35 | 50 [ 63 | 100|160 | 200 { 250 | 350 | 400 | 450
Rath(MAX) Impedance Z(-25 C)/Z(+20 C) 4 3 3 2 2 2 4 4 4 4 8 8
Ratio 17(.55°C)iz(+20C) [ 15 | 10 [ 8 6 6 5 4 8 1 10 ) 16 ] 18 | 20
Test Time 2000 Hrs
Capacitance Change Within 20% of initial value
Load Life Test Dissipation Factor Less than 200% of the specified value
Leakage Current Within specified value
The above specifications shall be satisfied when the capacitorsare restored to 20 C after the rated
voltage with rated ripple current for 2000hrs at 105C.
Test Time 1000 Hrs
Capacitance Change W ithin +20% of initial value
Sheif Life Test Dissipation Factor Less than 150% of the specified value
Leakage Current Within specified value

The above specifications shall be satisfied when the capacitorsare restored to 20 Cafrer exposing them for 1000 hrs at 105C

without voltage applied, The rated voltage shall be applide to the capacitorsbefore the measurements(Refer to JIS C 5102)

Freq.(Hz)
60 120 500 1K 10K up
W.V.(V)
Ripple Current& Under 100 0.92 1.00 1.13 1.19 1.20
Frequency Multipliers 160~250 0.81 1.00 1.32 1.45 1.50
350 to up 0.77 1.00 1.30 1.41 1.43
Other Standards JIS C 5101-4
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